
Sample Flow Diagram for Chromium Electroplating
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HC-1
Hard Chromium Electroplating

Controls:  CMP-H
Emissions Limitation:

chromium concentration limited
by alternative test method.

See Attachment

HC-2
Hard Chromium Electroplating

Controls:  PBS-H
Emissions Limitation:

chromium concentration limited
to 0.015 mg/dscm

DC-3
Trivalent Decorative Chromium

Electroplating
Controls:  WAS-DT & PBS-D

Emissions Limitation:
None - Use of wetting agent

satisfies requirement

DC-1
Hexavalent Decorative

Chromium Electroplating
Controls:  FBS-DH & PBS-D

Emissions Limitation:
surface tension limited to 45

dynes/cm OR chromium
concentration limited to 0.01

mg/dscm

NA-1
Non-affected Tank
Controls:  CMP-H

R-1
Rectifier #1

Capacity:  10,000 Amps

R-2
Rectifier #2

Capacity:  8,000 Amps

CMP-H
Composite Mesh Pad Fume Suppressant

Control Device

PBS-H
Packed Bed Scrubber

Control Device
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Packed Bed Scrubber

Control Device
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WAS-DT
Wetting Agent Suppressant

Control Device
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Foam Blanket Suppressant
Control Device

�������
�������

�������

�����
�����


